SANDVIK
]

INSPECTION CERTIFICATE acc to
EN 10204 3.1

CERTIFICATE

Date

TELUS
Z. 1.

9559 WILTZ
LUXEMBOURG

2019-04-10 Page

Salzbach

No. A/19-816144 Rev 00

172

Customer References

Sandvik References

Customer Order No. Subs No. ABSMT Dispatch note
4001808 order 526394 662580 41241/53
2018-11-14| [ABSMT No. C.Code
284-69556 71
160-00991 TELUWILT
Material description Steel/material Designations
HOT WORKED STAINLESS BAR STEEL Sandvik SS
FORGED SANICRO 28 2584
ANNEALED & STRAIGHTENED w.nr EN no
PEEL TURNED AND POLISHED 1.4563 1.4563
Steel making process
Electric furnace
Technical requirements
EN 10088-3:-2014
EXTENT OF DELIVERY
It Product designation Heat Lot Pieces Kg
01 MBR-SAN28-200 555090 94351 3 1931.0
FL-3-2565-
Total 3 1931.0
TEST RESULTS
Chemical composition (weight%)
Heat C Si Mn P S Cr Ni Mo
555090 0.012 0.61 1.79 0.018 0.0005 26.81 30.48 3.30
Co Cu N
555090 0.054 0.93 0.064
Tensile test at room temperature
Yield strength Tensile strength Elongation Red.of Area
MPa MPa MPa % %
Lot Rp0.2 Rpl.0 A Z
94351 304 339 606 56 83
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